
PLANNING GUIDE
FOR BIDET SEATS & TOILETS
WITH GEBERIT IN-WALL SYSTEMS
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For designers, architects, showroom consultants and contractors with renovation or new construction projects involving 
Geberit in-wall tank and wall-hung toilets and who want to combine with bidet seat or bidet toilet function from another brand. 

This guide covers everything you need to specify, plan, and source:
– Compatible brands and combinations of toilets, seats and Geberit in-wall systems
– Plumbing and electrical diagrams for rough-in and trim out
 
Use the index to match up seat or toilet brand and models to the compatible Geberit in-wall system, rough-in diagrams and 
materials list.
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INDEX

BRAND BOWL Top (functional)  
Part aka Seat/Lid

Water+Power  
visibility

Geberit Compatibility 
(See page numbers below)

Brand Bidet series Family Mounting Model Family Model Water Power Sigma2x6 Omega2x6 Sigma2x4

TOTO NEOREST AC Wall-hung CT996CEFX#01 AC SN996MX#01 Concealed Concealed (plug) 5 6 NO

TOTO NEOREST EW Wall-hung CT994CEFX#01 EW SN994M#01 Concealed Concealed (plug) 7 8 NO

TOTO WASHLET+ AP Wall-hung CT426CFGT40#01 S7A SW4736AT40#01 Concealed Exposed (plug) 9 13 17

TOTO WASHLET+ AP Wall-hung CT426CFGT40#01 S7 SW4726AT40#01 Concealed Exposed (plug) 10 14 18

TOTO WASHLET+ AP Wall-hung CT426CFGT40#01 S7A SW4734AT40#01 Concealed Exposed (plug) 11 15 19

TOTO WASHLET+ AP Wall-hung CT426CFGT40#01 S7 SW4724AT40#01 Concealed Exposed (plug) 12 16 20

TOTO WASHLET+ AP Wall-hung CT426CFGT40#01 C5 SW3084T40#01 Concealed Exposed (plug) 21 23 25

TOTO WASHLET+ AP Wall-hung CT426CFGT40#01 C2 SW3074T40#01 Concealed Exposed (plug) 22 24 26

TOTO WASHLET AP Wall-hung CT426CFG#01 S7A SW4736AT40#01 Exposed Exposed (plug) 27 31 35

TOTO WASHLET AP Wall-hung CT426CFG#01 S7 SW4726AT40#01 Exposed Exposed (plug) 28 32 36

TOTO WASHLET AP Wall-hung CT426CFG#01 S7A SW4734AT40#01 Exposed Exposed (plug) 29 33 37

TOTO WASHLET AP Wall-hung CT426CFG#01 S7 SW4724AT40#01 Exposed Exposed (plug) 30 34 38

TOTO WASHLET AP Wall-hung CT426CFG#01 C5 SW3084#01 Exposed Exposed (plug) 39 41 43

TOTO WASHLET AP Wall-hung CT426CFG#01 C2 SW3074#01 Exposed Exposed (plug) 40 42 44

TOTO WASHLET+ EP Wall-hung CT428CFGT40#01 S7A SW4736AT40#01 Concealed Exposed (plug) 45 49 53

TOTO WASHLET+ EP Wall-hung CT428CFGT40#01 S7 SW4726AT40#01 Concealed Exposed (plug) 46 50 54

TOTO WASHLET+ EP Wall-hung CT428CFGT40#01 S7A SW4734AT40#01 Concealed Exposed (plug) 47 51 55

TOTO WASHLET+ EP Wall-hung CT428CFGT40#01 S7 SW4724AT40#01 Concealed Exposed (plug) 48 52 56

TOTO WASHLET+ EP Wall-hung CT428CFGT40#01 C5 SW3084T40#01 Concealed Exposed (plug) 57 59 61

TOTO WASHLET+ EP Wall-hung CT428CFGT40#01 C2 SW3074T40#01 Concealed Exposed (plug) 58 60 62

TOTO WASHLET EP Wall-hung CT428CFG#01 S7A SW4736AT40#01 Exposed Exposed (plug) 63 67 71

TOTO WASHLET EP Wall-hung CT428CFG#01 S7 SW4726AT40#01 Exposed Exposed (plug) 64 68 72

TOTO WASHLET EP Wall-hung CT428CFG#01 S7A SW4734AT40#01 Exposed Exposed (plug) 65 69 73

TOTO WASHLET EP Wall-hung CT428CFG#01 S7 SW4724AT40#01 Exposed Exposed (plug) 66 70 74

TOTO WASHLET EP Wall-hung CT428CFG#01 C5 SW3084#01 Exposed Exposed (plug) 75 77 79

TOTO WASHLET EP Wall-hung CT428CFG#01 C2 SW3074#01 Exposed Exposed (plug) 76 78 80

TOTO WASHLET+ RP Wall-hung CT447CFGT60#01 RW SW4547AT60#01 Concealed Concealed (hardwire) 81 83 85

TOTO WASHLET+ RP Wall-hung CT447CFGT60#01 RX SW4047AT60#01 Concealed Concealed (hardwire) 82 84 86

TOTO WASHLET+ RP Wall-hung CT447CFGT60#01 RX SW4047T60#01 Concealed Concealed (hardwire) 82 84 86

TOTO WASHLET+ SP Wall-hung CT449CFGT60#01 SW SW4549AT60#01 Concealed Concealed (hardwire) 87 89 91

TOTO WASHLET+ SP Wall-hung CT449CFGT60#01 SX SW4049AT60#01 Concealed Concealed (hardwire) 88 90 92

TOTO WASHLET+ SP Wall-hung CT449CFGT60#01 SX SW4049T60#01 Concealed Concealed (hardwire) 88 90 92



0
8

/2
3

 ©
2

0
2

3
 G

eb
er

it

4

INDEX (continued)

BRAND BOWL Top (functional)  
Part aka Seat/Lid

Water+Power  
visibility

Geberit Compatibility 
(See page numbers below)

Brand Bidet series Family Mounting Model Family Model Water Power Sigma2x6 Omega2x6 Sigma2x4

500/550 Family (discontinued models)

TOTO WASHLET+ AP Wall-hung CT426CFGT40#01 S550e SW3056AT40#01 Concealed Exposed (plug) 94 96 98

TOTO WASHLET+ AP Wall-hung CT426CFGT40#01 S500e SW3046AT40#01 Concealed Exposed (plug) 95 97 99

TOTO WASHLET AP Wall-hung CT426CFG#01 S550e SW3056#01 Exposed Exposed (plug) 100 102 104

TOTO WASHLET AP Wall-hung CT426CFG#01 S500e SW3046#01 Exposed Exposed (plug) 101 103 105

TOTO WASHLET+ EP Wall-hung CT428CFGT40#01 S550e SW3056AT40#01 Concealed Exposed (plug) 106 108 110

TOTO WASHLET+ EP Wall-hung CT428CFGT40#01 S500e SW3046AT40#01 Concealed Exposed (plug) 107 109 111

TOTO WASHLET EP Wall-hung CT428CFG#01 S550e SW3056#01 Exposed Exposed (plug) 112 114 116

TOTO WASHLET EP Wall-hung CT428CFG#01 S500e SW3046#01 Exposed Exposed (plug) 113 115 117

TOTO WASHLET+ AP Wall-hung CT426CFGT40#01 S550e SW3054AT40#01 Concealed Exposed (plug) 118 120 122

TOTO WASHLET+ AP Wall-hung CT426CFGT40#01 S500e SW3044AT40#01 Concealed Exposed (plug) 119 121 123

TOTO WASHLET AP Wall-hung CT426CFG#01 S550e SW3054#01 Exposed Exposed (plug) 124 126 128

TOTO WASHLET AP Wall-hung CT426CFG#01 S500e SW3044#01 Exposed Exposed (plug) 125 127 129

TOTO WASHLET+ EP Wall-hung CT428CFGT40#01 S550e SW3054AT40#01 Concealed Exposed (plug) 130 132 134

TOTO WASHLET+ EP Wall-hung CT428CFGT40#01 S500e SW3044AT40#01 Concealed Exposed (plug) 131 133 135

TOTO WASHLET EP Wall-hung CT428CFG#01 S550e SW3054#01 Exposed Exposed (plug) 136 138 140

TOTO WASHLET EP Wall-hung CT428CFG#01 S500e SW3044#01 Exposed Exposed (plug) 137 139 141 
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Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required n/a THU5016 (included) Required

1 2 3 4 5 6

5

NEOREST/AC

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO NEOREST/AC
CT996CEFX#01 (Bowl)
SN996MX#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
NEOREST IS NOT COMPATIBLE WITH SIGMA 2X4 
SYSTEM.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.

10-1/4˝
(260 mm)

1/2˝ supply
Route as needed

WATER
LINE

1

POWER
CABLE

Plan for stub-out
length beyond
finished wall 3-1/8˝
±3/8˝ (80 ± 10 mm).

2 3

3-1/16˝
(78 mm)

5-7/8˝
(150 mm)

5˝ (127 mm)

10-1/4˝
(260 mm)

Dia 1-1/4˝
(32mm)

6

5-7/8˝
(150 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Plan for stub out 
length beyond 
finished wall 
3-1/8 +/- 3/8˝
(80 +/- 10mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

3-1/16˝
(78 mm)

5˝ (127 mm)
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Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required n/a THU5016 (included) Required

1 2 3 4 5 6

6

NEOREST/AC

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO NEOREST/AC
CT996CEFX#01 (Bowl)
SN996MX#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as needed

WATER
LINE

1 POWER
CABLE

Plan for stub-out
length beyond
finished wall 3-1/8˝
±3/8˝ (80 ± 10 mm).

2 3

3-1/16˝
(78 mm)

5-7/8˝
(150 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

5˝ (127 mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

5-7/8˝
(150 mm)

5˝ (127 mm)Dia 1-1/4˝
(32mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Plan for stub out 
length beyond 
finished wall 
3-1/8 +/- 3/8˝
(80 +/- 10mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required n/a THU5016 (included) Required

1 2 3 4 5 6

7

NEOREST/EW

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO NEOREST/EW
CT994CEFX#01 (Bowl)
SN994M#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
NEOREST IS NOT COMPATIBLE WITH SIGMA 2X4 
SYSTEM.

10-1/4˝
(260 mm)

1/2˝ supply
Route as needed

WATER
LINE

1

POWER
CABLE

Plan for stub-out
length beyond
finished wall 3-1/8˝
±3/8˝ (80 ± 10 mm).

2 3

3-1/16˝
(78 mm)

5-7/8˝
(150 mm)

5˝ (127 mm)

10-1/4˝
(260 mm)

Dia 1-1/4˝
(32mm)

6

5-7/8˝
(150 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Plan for stub out 
length beyond 
finished wall 
3-1/8 +/- 3/8˝
(80 +/- 10mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

3-1/16˝
(78 mm)

5˝ (127 mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6

8

Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required n/a THU5016 (included) Required

NEOREST/EW

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO NEOREST/EW
CT994CEFX#01 (Bowl)
SN994M#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as needed

WATER
LINE

1 POWER
CABLE

Plan for stub-out
length beyond
finished wall 3-1/8˝
±3/8˝ (80 ± 10 mm).

2 3

3-1/16˝
(78 mm)

5-7/8˝
(150 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

5˝ (127 mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

5-7/8˝
(150 mm)

5˝ (127 mm)Dia 1-1/4˝
(32mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Plan for stub out 
length beyond 
finished wall 
3-1/8 +/- 3/8˝
(80 +/- 10mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S7A
CT426CFGT40#01 (Bowl)
SW4736AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S7
CT426CFGT40#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S7A
CT426CFGT40#01 (Bowl)
SW4734AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S7
CT426CFGT40#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S7A
CT426CFGT40#01 (Bowl)
SW4736AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S7
CT426CFGT40#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S7A
CT426CFGT40#01 (Bowl)
SW4734AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S7
CT426CFGT40#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S7A
CT426CFGT40#01 (Bowl)
SW4736AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S7
CT426CFGT40#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S7A
CT426CFGT40#01 (Bowl)
SW4734AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S7
CT426CFGT40#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/C5
CT426CFGT40#01 (Bowl)
SW3084T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/C2
CT426CFGT40#01 (Bowl)
SW3074T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/C5
CT426CFGT40#01 (Bowl)
SW3084T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/C2
CT426CFGT40#01 (Bowl)
SW3074T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/C5
CT426CFGT40#01 (Bowl)
SW3084T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/C2
CT426CFGT40#01 (Bowl)
SW3074T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S7A
CT426CFG#01 (Bowl)
SW4736AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S7
CT426CFG#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S7A
CT426CFG#01 (Bowl)
SW4734AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S7
CT426CFG#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S7A
CT426CFG#01 (Bowl)
SW4736AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.



AP WASHLET

0
8

/2
3

 ©
2

0
2

3
 G

eb
er

it

32

1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S7
CT426CFG#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S7A
CT426CFG#01 (Bowl)
SW4734AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S7
CT426CFG#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.



AP WASHLET

0
8

/2
3

 ©
2

0
2

3
 G

eb
er

it

35

1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S7A
CT426CFG#01 (Bowl)
SW4736AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S7
CT426CFG#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S7A
CT426CFG#01 (Bowl)
SW4734AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S7
CT426CFG#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/C5
CT426CFG#01 (Bowl)
SW3084#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)



AP WASHLET

0
8

/2
3

 ©
2

0
2

3
 G

eb
er

it

40

1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/C2
CT426CFG#01 (Bowl)
SW3074#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/C5
CT426CFG#01 (Bowl)
SW3084#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/C2
CT426CFG#01 (Bowl)
SW3074#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/C5
CT426CFG#01 (Bowl)
SW3084#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/C2
CT426CFG#01 (Bowl)
SW3074#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S7A
CT428CFGT40#01 (Bowl)
SW4736AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S7
CT428CFGT40#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S7A
CT428CFGT40#01 (Bowl)
SW4734AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S7
CT428CFGT40#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S7A
CT428CFGT40#01 (Bowl)
SW4736AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S7
CT428CFGT40#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S7A
CT428CFGT40#01 (Bowl)
SW4734AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S7
CT428CFGT40#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S7A
CT428CFGT40#01 (Bowl)
SW4736AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S7
CT428CFGT40#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S7A
CT428CFGT40#01 (Bowl)
SW4734AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S7
CT428CFGT40#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/C5
CT428CFGT40#01 (Bowl)
SW3084T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/C2
CT428CFGT40#01 (Bowl)
SW3074T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/C5
CT428CFGT40#01 (Bowl)
SW3084T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/C2
CT428CFGT40#01 (Bowl)
SW3074T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/C5
CT428CFGT40#01 (Bowl)
SW3084T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/C2
CT428CFGT40#01 (Bowl)
SW3074T40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S7A
CT428CFG#01 (Bowl)
SW4736AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S7
CT428CFG#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S7A
CT428CFG#01 (Bowl)
SW4734AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S7
CT428CFG#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S7A
CT428CFG#01 (Bowl)
SW4736AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S7
CT428CFG#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S7A
CT428CFG#01 (Bowl)
SW4734AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S7
CT428CFG#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S7A
CT428CFG#01 (Bowl)
SW4736AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S7
CT428CFG#01 (Bowl)
SW4726AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S7A
CT428CFG#01 (Bowl)
SW4734AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S7
CT428CFG#01 (Bowl)
SW4724AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/C5
CT428CFG#01 (Bowl)
SW3084#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/C2
CT428CFG#01 (Bowl)
SW3074#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/C5
CT428CFG#01 (Bowl)
SW3084#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/C2
CT428CFG#01 (Bowl)
SW3074#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/C5
CT428CFG#01 (Bowl)
SW3084#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4



EP WASHLET

0
8

/2
3

 ©
2

0
2

3
 G

eb
er

it

80

1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/C2
CT428CFG#01 (Bowl)
SW3074#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO RP/RW
CT447CFGT60#01 (Bowl)
SW4547AT60#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

10-1/4˝
(260 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝
(15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO RP/RX
CT447CFGT60#01 (Bowl)
SW4047AT60#01 (Seat)1

SW4047T60#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

10-1/4˝
(260 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝
(15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO RP/RW
CT447CFGT60#01 (Bowl)
SW4547AT60#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Dia 1-1/4˝
(32mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝
(15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO RP/RX
CT447CFGT60#01 (Bowl)
SW4047AT60#01 (Seat)1

SW4047T60#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Dia 1-1/4˝
(32mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝
(15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.



RP WASHLET +

0
8

/2
3

 ©
2

0
2

3
 G

eb
er

it

85

1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO RP/RW
CT447CFGT60#01 (Bowl)
SW4547AT60#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝ (15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO RP/RX
CT447CFGT60#01 (Bowl)
SW4047AT60#01 (Seat)1

SW4047T60#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝ (15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO SP/SW
CT449CFGT60#01 (Bowl)
SW4549AT60#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

10-1/4˝
(260 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝
(15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO SP/SX
CT449CFGT60#01 (Bowl)
SW4549AT60#01 (Seat)1

SW4049T60#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

10-1/4˝
(260 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝
(15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO SP/SW
CT449CFGT60#01 (Bowl)
SW4549AT60#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Dia 1-1/4˝
(32mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝
(15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO SP/SX
CT449CFGT60#01 (Bowl)
SW4049AT60#01 (Seat)1

SW4049T60#01  (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Dia 1-1/4˝
(32mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝
(15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO SP/SW
CT449CFGT60#01 (Bowl)
SW4549AT60#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝ (15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Concealed Required Required Required Required THU6377 (included) n/a

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO SP/SX
CT449CFGT60#01 (Bowl)
SW4049AT60#01 (Seat)1

SW4049T60#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

POWER
CABLE

2-3/4˝
(70 mm)

3-9/16˝ (90 mm)

Dia 5/8˝ (15mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.



 29”-36”

6’ approx.

 

 

 

Locate Geberit flush button on either wall,
adjacent to the bowl, and easy to reach.

 

Power From
Transformer

1

2

3

Touch-free activation using Geberit Type10 IR button

Easy, touch-free convenience and hygiene. 
   
The Type10 touch-free 
button delivers comfort,  
convenience, and hygiene. 
Type10 is an ideal solution  
for private or semi-public  
bathrooms.

To activate: Place hand 3/4” to  
4” (19mm to 102 mm) in front of  
sensor for approx. 0.5–1 second  
for a full flush and for 2 seconds  
or longer for a partial flush. 

Geberit 
Carrier 
System

Type 10 
Model Power

Required 
Transformer Finish

Cover & Actuator Plates*

Sigma01 to 
Sigma60

Omega20 to 
Omega60

Geberit  
Cover Plates

SIGMA 2X6
115.936.SN.6 AC 115.861.00.6

Brushed 
Stainless

n n/a n

115.937.SN.6 Battery n/a n n/a n

OMEGA 2X6 115.956.SN.6 AC 115.861.00.6 n/a n n

SIGMA 2X6
115.936.14.6 AC 115.861.00.6

Matte 
Black

n n/a n

115.937.14.6 Battery n/a n n/a n

OMEGA 2X6 115.956.14.6 AC 115.861.00.6 n/a n n

Accessories

115.861.00.6 
Required transformer for AC powered 
Type10 IR buttons.

244.094.00.1 
Optional power supply cable extension.

3
1 2

2

2A

1

* Refer to catalog for model specific design, color/finish and article number.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S550e
CT426CFGT40#01 (Bowl)
SW3056AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S500e
CT426CFGT40#01 (Bowl)
SW3046AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S550e
CT426CFGT40#01 (Bowl)
SW3056AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S500e
CT426CFGT40#01 (Bowl)
SW3046AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S550e
CT426CFGT40#01 (Bowl)
SW3056AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S500e
CT426CFGT40#01 (Bowl)
SW3046AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S550e
CT426CFG#01 (Bowl)
SW3056#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S500e
CT426CFG#01 (Bowl)
SW3046#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S550e
CT426CFG#01 (Bowl)
SW3056#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S500e
CT426CFG#01 (Bowl)
SW3046#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S550e
CT426CFG#01 (Bowl)
SW3056#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S500e
CT426CFG#01 (Bowl)
SW3046#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S550e
CT428CFGT40#01 (Bowl)
SW3056AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S500e
CT428CFGT40#01 (Bowl)
SW3046AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S550e
CT428CFGT40#01 (Bowl)
SW3056AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S500e
CT428CFGT40#01 (Bowl)
SW3046AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S550e
CT428CFGT40#01 (Bowl)
SW3056AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S500e
CT428CFGT40#01 (Bowl)
SW3046AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S550e
CT428CFG#01 (Bowl)
SW3056#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S500e
CT428CFG#01 (Bowl)
SW3046#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)



EP WASHLET

0
8

/2
3

 ©
2

0
2

3
 G

eb
er

it

114

1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S550e
CT428CFG#01 (Bowl)
SW3056#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S500e
CT428CFG#01 (Bowl)
SW3046#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S550e
CT428CFG#01 (Bowl)
SW3056#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S500e
CT428CFG#01 (Bowl)
SW3046#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S550e
CT426CFGT40#01 (Bowl)
SW3054AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S500e
CT426CFGT40#01 (Bowl)
SW3044AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)



AP WASHLET +

0
8

/2
3

 ©
2

0
2

3
 G

eb
er

it

120

1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S550e
CT426CFGT40#01 (Bowl)
SW3054AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S500e
CT426CFGT40#01 (Bowl)
SW3044AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S550e
CT426CFGT40#01 (Bowl)
SW3054AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S500e
CT426CFGT40#01 (Bowl)
SW3044AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S550e
CT426CFG#01 (Bowl)
SW3054#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO AP/S500e
CT426CFG#01 (Bowl)
SW3044#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S550e
CT426CFG#01 (Bowl)
SW3054#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO AP/S500e
CT426CFG#01 (Bowl)
SW3044#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S550e
CT426CFG#01 (Bowl)
SW3054#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO AP/S500e
CT426CFG#01 (Bowl)
SW3044#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S550e
CT428CFGT40#01 (Bowl)
SW3054AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S500e
CT428CFGT40#01 (Bowl)
SW3044AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

Dia 1-9/16˝
(40mm)

6

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S550e
CT428CFGT40#01 (Bowl)
SW3054AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

3-1/16˝
(78 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

6

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S500e
CT428CFGT40#01 (Bowl)
SW3044AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S550e
CT428CFGT40#01 (Bowl)
SW3054AT40#01 (Seat)1

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

1TOTO autoflush function not compatible (disabled). Hands-free activation is available using Geberit Type10 IR button, see page 93 for more information.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Concealed Exposed Required Required Required Required THU805 Required

10-1/4˝
(260 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

3-1/16˝
(78 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

10-1/4˝
(260 mm)

3-1/16˝
(78 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Dia 1-9/16˝
(40mm)

6

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S500e
CT428CFGT40#01 (Bowl)
SW3044AT40#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.



EP WASHLET

0
8

/2
3

 ©
2

0
2

3
 G

eb
er

it

136

1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S550e
CT428CFG#01 (Bowl)
SW3054#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

Carrier System Bidet System Notes

GEBERIT SIGMA 2X6
111.902.00.5

TOTO EP/S500e
CT428CFG#01 (Bowl)
SW3044#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.

3-9/16˝
(90 mm)

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

POWER
CABLE

7-1/2˝
(191 mm)

13-3/8˝ to 18-1/8˝
(340-460mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

6

Dia 1-9/16˝
(40mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S550e
CT428CFG#01 (Bowl)
SW3054#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

2 3

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall3-9/16˝

(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT OMEGA 2X6
111.018.00.1

TOTO EP/S500e
CT428CFG#01 (Bowl)
SW3044#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S550e
CT428CFG#01 (Bowl)
SW3054#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.
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1 2 3 4 5 6Water+Power Install Location

Water Power Tee for 1/2" supply Port - 1/2" NPT-F Plug - 1/2" NPT-M Nipple - 1/2" NPT-M Washlet Connection Kit Receptacle

Exposed Exposed Required Required Required Required THU468 Required

1/2˝ supply
Route as 

needed

WATER
LINE

1

POWER
CABLE

Stub out should terminate 
with ½” NPT-F to allow to 
connect to ½” NPT-M nipple 
or plug at finished wall

2 3

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

POWER
CABLE

13-3/8˝ to 18-1/8˝
(340-460mm)

3-9/16˝
(90 mm)

7-1/2˝
(191 mm)

Max. wall plate 
3-1/8˝ X 4-7/8˝ 
(80 x 124 mm)

6

Dia 1-9/16˝
(40mm)

Supply stop and 
connection kit – 
see chart
Follow seat 
installation 
manual to install

5

4

Carrier System Bidet System Notes

GEBERIT SIGMA 2X4
111.597.00.1

TOTO EP/S500e
CT428CFG#01 (Bowl)
SW3044#01 (Seat)

For new construction or to-the-studs renovation. 
Not suitable with Geberit touch free actuators. Items 
required to purchase additionally or included are 
indicated in drawing and chart.



Geberit
2100 S Clearwater Drive

Des Plaines, IL 60018

USA

P 800-566-2100

F 847-803-5151

www.geberit.us

G
N

A
7

3
3

5
 0

8
/2

3
 ©

2
0

2
3

 G
eb

er
it


